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LAMINATE FLOORING

Golden Elite’s Laminate Flooring is a multi-layer flooring product composed of a
High Density Fiber (HDF) Board that simulates the look of wood using a
lamination process, where there is a photographic applique layer under a
wear-resistant overlay.

The wear-resistant overlay helps protect the boards from scratches, burns,
chemicals and other imperfections for a longer lasting finish. Golden Elite’s
Laminate Flooring has superior economical performance and an extensive colour
range.

There are two different ranges for Golden Elite’s Laminate, the Elite Series and
the Summit Series.

The Elite Series comes in both 8mm (EIR & Crystal Finish) and 12mm (EIR, Crystal
& High Gloss Finish).

The Summit Series comes in both 8mm and 12mm in an EIR Finish with an
abrasion class rating of AC5 and a formaldehyde rating of E0.
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SPECIFICATIONS

ELITE SERIES

8MM LAMINATE
(AUTUMN BARN, CHAMPAGNE OAK, GRAPHITE
OAK, MISTY OAK, RUSTIC DESERT, ROYAL OAK,
EURO OAK, SANDY OAK, VINTAGE OAK, SANTOS,
WALNUT, NATURAL PINE, HARVEST, MERANTI)

12MM LAMINATE

(AUTUMN BARN, CHAMPAGNE OAK, GRAPHITE OAK,
MISTY OAK, RUSTIC DESERT, ROYAL OAK, EURO OAK, OIL

RUBBED TIMBER, SANDY OAK, SANTOS, WALNUT,
VELVET, PROVINCIAL, SYDNEY BLUE GUM)

(WEATHERED OAK, ROASTED
OAK)

PLANK
THICKNESS

8MM
PLANK

THICKNESS
12MM 12MM

PLANK SIZE 1215MM X 167MM PLANK SIZE 1215MM X 165MM 1215MM X 195 MM

BOX 10 PCS BOX 10 PCS 8 PCS
AREA PER

BOX 2.03M2 AREA PER
BOX 2.01M2 1.90M2

SUMMIT SERIES

8MM LAMINATE 12MM LAMINATE

COLOUR
(AUTUMN OAK,
OCHRE OAK,
EXOTIC OAK)

(LIMED OAK,
SILVER OAK,

LIGHT YELLOW
OAK)

COLOUR
(AUTUMN OAK,
OCHRE OAK,
EXOTIC OAK)

(LIMED OAK,
SILVER OAK,

LIGHT YELLOW
OAK)

PLANK
THICKNESS

8MM
PLANK

THICKNESS
12MM

PLANK SIZE 1200MM X 197MM PLANK SIZE 2280MM X
197MM

2180MM X
197MM

BOX 13 PCS 10 PCS BOX 6 PCS

AREA PER BOX 3.08M2 2.39M2 AREA PER BOX 2.70M2 2.58M2

TECHNICAL DATA

TYPE 8MM LAMINATE - ELITE
SERIES

12MM LAMINATE - ELITE
SERIES

8MM LAMINATE -
SUMMIT SERIES

12MM LAMINATE -
SUMMIT SERIES

FINISH EIR CRYSTAL
FINISH

EIR CRYSTAL
FINISH

HIGH
GLOSS
FINISH

EIR EIR

COLOURS 9 5 11 3 2 6 6

ABRASION
CLASS

AC4 AC4 AC5 AC5

FORMALDEHYDE
RATING E1 E1 E0 E0

INSTALLATION
METHOD CLICK SYSTEM CLICK SYSTEM CLICK SYSTEM CLICK SYSTEM

DENSITY 850-880KGS/M3 880-900KGS/M3

SLIP TEST R9 R9

FIRE TEST
MEAN CRITICAL RADIANT FLUX 4.3kW/M2

MEAN SMOKE DEVELOPMENT RATE 58%.MIN
MEAN CRITICAL RADIANT FLUX 4.3kW/M2

MEAN SMOKE DEVELOPMENT RATE 58%.MIN

MOISTURE
CONTENT 8-12% 8-12%

CONTACT US
(07) 3189 7117
ADMIN@GOLDENELITEGROUP.COM.AU
WWW.GOLDENELITEGROUP.COM.AU
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